MWB860USTi

MP780 ST+

MW851UST

MX880UST

Brightness
(ANSI
Lumens)

Canada Projector Quick Guide

BenQ Canada Main Website:
Contact your BenQ Regional Sales Manager or local dealer for more information.

Native
Resolution

Dimension
in Inches
(WxHxD)

16.9x6.1x13.6

13.3x5.5x10.2

13.3x5.5x10.2

13.0x5.9x9.7

17.4x6.6 x 14

174x6.6x14

16.9x6.1x13.6

17.4x6.6 x 14

14.8x4.5x10.9

13.3x5.5x10.2

12.8x3.7x 10

13.0x6.1x10.9

13.0x5.1x9.8

13.3x9.3x12.7

13.3x9.3x12.7

15.9x9.0x12.8

Carrying Case

Optional:
5J.J2V09.001

Optional:
5J.J2V09.001

Included

N/A

Optional:
5J.J2V09.001

Included

Optional:
5J.J2V09.001

Effective: September 201 1
www.BenQ.ca

Lamp Hour
(Normal /
Eco. Mode)

2,000/ 3,000

2,500/ 4,000
2,500/ 4,000

4,500/6,000

2,000/ 3,000

2,000/ 3,000

2,000/3,000

2,000/ 3,000

2,000/3,000

2,000/ 3,000

2,000/ 3,000

2,500/ 4,000

2,500/ 4,000

3,500/ 5,000

3,500/5,000

3,500/ 5,000

Input Connections*

*HDMI x 2 » C » D-Sub
*S-VeCom

*HDMI x 2 * C * D-Sub
*S-VeComeAx2

¢ HDMI x 2 « C * D-Sub
*S-VeComeAx2
* HDMI x 2 » C » D-Sub
*S-VeComeAx3

*HDMI « C » D-Sub
*S-VeComeA

e HDMI * C « D-Sub
*eS-VeComeA

*HDMI « C * D-Sub
*S-VeComeA

* HDMI « DVI-D
*CeD-SubeS-V
eComeA

¢ DVI-D «C  D-Sub
*S-VeComeA

* HDMI « C * D-Sub
*S-VeCom
*Ax2+USBD/R

*HDMI x 2 « G * D-Sub
*S-VeComeAXx2

*HDMI ¢ D-Subx 2+ S-V
eComeAx2eMeUSBDR

e HDMI * D-Sub x 2
*S-VeComeAx2
*M e« USB D/R

* HDMI ¢ D-Sub x 2
eS-VeComeAx4eM

e HDMI * D-Sub x 2
eS-VeComeAx4eM

*D-Subx2eS-V
eComeAx2M
* USB D/R

Control
Terminals

Home Theatre

* 12V « RS232
* USB

* 12V « RS232
*USB

* 12V « RS232
* USB

* RS232
*USB

Large Venue

* RJ45
e 12V

» RS232
* USB

* RJ45
12V

* RS232
*USB

* RJ45
e 12V

* RS232
*USB

12V
* RS232
* USB

* 12V « RS232
* USB

*RJ45+ 12V
*RS232
*USB

*RJ45« 12V
* RS232 « USB

*RJ45+ 12V
*RS232 « USB

*RJ45« 12V
* RS232
*USB

*RJ45 12V
* RS232
* USB

*RJ45« 12V
* RS232
*USB

*RJ45 12V
* RS232
*USB

Noise Level
(Normal /
Eco. Mode)

32/29 dB

27/22 dB
27/22 dB

31/28 dB

41/37dB
(2-lamp)

38/35dB
(1-lamp)

41/37dB
(2-lamp)

38/35dB
(1-lamp)

33/30dB

37/34 dB

34/33dB

31/26 dB

38/33dB

33/30dB

30/28 dB

33/27 dB

33/27dB

33/27 dB

1.62-2.43

1.40-2.10

1.40-2.10

159-19

1.62-2.43

1.62-2.43

1.62-2.43

1.64-1.88

1.64-1.88

1.40-2.10

1.60-1.92

10W Spk x 2,
AO

10W Spk x 2,
AO

10W Spk,
AO

5W Spk x 2,
AO

5W Spk x 2,
AO

5W Spk x 2,
A0

5W Spk x 2

2W Spk x 2

10W Spk x 2,
AO

3W Spk,
AO

10W Spk x 2,
AO

10W Spk x 2,
AO

10W Spk x 2,
AO

10W Spk x 2,
AO

10W Spk x 2,
AO

Special Features

* H+V Lens Shift e HQV™ ¢ 1.5 Zoom
Ratio  True Pixel-by-Pixel Processing
» Motion-adaptive De-interlacing

« Frame Interpolation ¢ ISFccc  PIP
* 1.5 Zoom Ratio « SRS Wow HD™

* PIP ¢ Auto Keystone
1.5 Zoom Ratio * SRS Wow HD™

 Auto Keystone ¢ Wall Color Correction
* Quick Cooling * Closed Captioning

¢ Dual Lamp * 2D Keystone

¢ H+V Lens Shift

* 1.5 Zoom Ratio * LAN Control
*HQV™ e PIP

* Dual Lamp * 2D Keystone

* H+V Lens Shift

1.5 Zoom Ratio * LAN Control
*HQV™ « PIP

1.5 Zoom Ratio * H+V Lens Shift
* LAN Control « HQV™

« True Pixel-by-Pixel Processing
 Motion-adaptive De-interlacing

 Dual Lamp (3 sets of lamp mode)
 Wall Color Correction * Quick Cooling

« Wall Color Correction
 Quick Cooling * MyScreen

*1.5Zoom Ratio ¢ Wireless Display
(Optional) » LAN Control / Display
« USB Display / Reader

* LAN Control » Auto Keystone
* Quick Cooling * Closed Captioning

« Interactive Projector
< LAN Control / Display
» USB Display / Reader ¢ 3D Ready

« Interactive Projector » Dual Pens

* LAN Control / Display

* USB Display / Reader

« Wireless Display (Optional) * 3D Ready

* LAN Control » 3D Ready
* Smart Eco Mode * Wall Color
Correction » Closed Captioning

* LAN Control « 3D Ready
* Smart Eco Mode * Wall Color
Correction ¢ Closed Captioning

* LAN Control / Display
* USB Display / Reader
« Wireless Display (Optional) * 3D Ready

Standard
Warranty

Lamp
Warranty

1-Year /
2,000 hours

1-Year /
2,000 hours

1-Year /
2,000 hours

1-Year/
2,000 hours

1-Year/
2,000 hours

1-Year /
2,000 hours

1-Year /
2,000 hours

1-Year /
2,000 hours

1-Year/
2,000 hours

1-Year /
2,000 hours

1-Year /
2,000 hours
1-Year /

2,000 hours

1-Year /
2,000 hours

1-Year/
2,000 hours

1-Year /
2,000 hours

1-Year /
2,000 hours

5J.J2605.001

5J.J4G05.001

5J.J4G05.001

5J.J5405.001

Lamp "1":
5J.J4L05.001
Lamp "2":
5J.J4L05.021

Lamp "1":
5J.J4L05.001
Lamp "2":
5J.J4L05.021

5J.J2805.001

Lamp "1":
5J.J2D05.001
Lamp "2":
5J.J2D05.011

9E.0CG03.001

5J.J4J05.001

5J.J2N05.011

5J.J5L05.001

5J.J0605.001

5J.J4V05.001

5J.J4V05.001

5J.J3A05.001




Brightness
(ANSI
Lumens)

* C: Component, S

Mounting Kits
Product Description

Canada Projector Quick Guide

BenQ Canada Main Website:

Effective: September 201 1
www.BenQ.ca

Contact your BenQ Regional Sales Manager or local dealer for more information.

Native
Resolution

-Video, Com: Composite, M: Microphone, A: Audio, D:

Dimension
in Inches
(WxHxD)

11.4x5.03x9.9
(with Lens)

10.0x3.4x8.5

11.9x4.9x9.4

122x4.1x9.6

11.4x5.03x9.9

11.4x4.1x9.3

11.3x4.5x9.2

11.4x4.1x9.3

11.9x4.9x9.1

11.9x4.9x9.1

12.2x4.1x9.6
11.3x3.9x9.1
12.3x4.1x9.6

11.3x3.9x9.1

55x21x5.1

Universal Ceiling Mount except for CP and GP series

Carrying Case

Optional:
5J.J0409.001

Optional:
4G.J2C15.001
Included

Optional:
5J.J3T09.001

Included

Included

Optional:
5J.J3T09.001

Included

Optional:
5J.J2V09.001

Optional:
5J.J2V09.001

Included
Optional:
5J.J3709.001

Included

Optional:
5J.J3709.001

Included

Part Number
5J.J2K01.001

Control
Terminals

Lamp Hour
(Normal /
Eco. Mode)

Input Connections*

Short Throw (con

*RJ45 12V
*RS232
*USB

* RJ45 « RS232
* USB

*RJ45
*RS232
*USB

* RS232
* USB

e HDMI * D-Sub x 2
*S-VeComeAx2
*MeUSBD/R

*HDMI ¢ D-Sub x 2
*S-VeComeAx4

e HDMI * D-Sub x 2
*eS-VeComeAx4

2,000/ 3,000

4,500/ 6,000

3,500/ 5,000

4,000/5,000 | *HDMI ¢ D-Sub ¢ S-V

*ComeAx2eUSBD/R

Small / Medium

*HDMI ¢ D-Subx2+S-V | «RJ45« 12V
*ComeAx4eM * RS232 « USB
*USBD/R

e HDMI * D-Sub x 2 * S-V
eComeAx2*M

* USB D/R
*HDMI ¢ D-Sub x 2 » S-V
*ComeAx3
*HDMI « D-Sub x 2 * S-V
eComeAx2M
*USBD/R

* HDMI  D-Sub x 2
*S-VeComeA

2,000/ 3,000

* RJ45 « RS232
*USB

3,500/5,000

4,500/ 6,000 * RJ45 « RS232

* USB

* RJ45 « RS232
* USB

4,000/5,000

* RJ45 « RS232
*USB

3,500/ 5,000

4,500/6,000 | « HDMI * D-Sub x 2

*S-VeComeAx2

* RS232
* USB

e HDMI ¢ D-Sub x 2 » S-V
eComeAx2e°USBD/R
*D-Subx2eS-V
eComeA

*HDMI ¢ D-Sub x 2 » S-V
eComeAx2eUSBD/R
*D-Subx2eS-V
eComeA

* RS232
*USB

* RS232
*USB

* RS232
* USB

* RS232
* USB

Portable

3,500/ 5,000
4,500/ 6,000
3,500/ 5,000

4,500/ 6,000

20,000/30,000 | * HDMI (mini type)
* D-sub (CEA 30 pins)

e ComeA (CEA 30 pin)

Noise Level
(Normal /
Eco. Mode)

tinued)
35/30dB

32/26 dB

30/27 dB

30/26 dB

35/30dB

32/27dB

33/27 dB

30/26 dB

30/27dB

27/24 dB

30/26 dB
33/27dB
30/26 dB

33/27 dB

33/27 db

* USB D/R

Display, R: Reader ** Spk: Speaker, AO: Audio Out

Product Description
Wall Mount for 0.4 Short Throw Ratio Projector

Part Number
5J.J4V10.001

Audio**

10W Spk x 2,
AO

10W Spk,
AO

10W Spk,
AO

0.90-1.08 10W Spk,

AO

1.40-2.23 | 10W Spkx 2,

AO

151-1.97 10W Spk,

AO

164 -1.97 10W Spk,

AO

10W Spk,
AO

il

1.46 -1.60 10W Spk,

AO

1.46 - 1.60 2W Spk,

AO
1.86 - 2.04 2W Spk,
AO

2W Spk,
AO

2W Spk,
AQ

2W Spk,
AO

1.86-2.04

1.86 - 2.04

1.86 - 2.04

2W Spk x 2,
AO

Special Features

« LAN Control / Display

* USB Display / Reader

« Wireless Display (Optional) * 3D Ready
* LAN Control » 3D Ready ¢ Wall Color
Correction * Closed Captioning

* LAN Control » 3D Ready

* Smart Eco Mode * Wall Color
Correction ¢ Closed Captioning

* USB Display / Reader

« Wireless Display (Optional) ¢ 3D Ready
 Wall Color Correction

* Lens Shift 1.6 Zoom Ratio * LAN
Control / Display » USB Display / Reader
* Wireless Display (Optional) » 3D Ready

* LAN Control / Display * USB Display
* USB Reader ¢ Wireless Display
(Optional) » 3D Ready

* LAN Control » 3D Ready ¢ Wall Color
Correction ¢ Closed Captioning

* LAN Control / Display  USB Display /
Reader * Wireless Display (Optional)
3D Ready

« LAN Control » 3D Ready * Smart Eco

Mode * Wall Color Correction
* Closed Captioning

3D Ready  Wall Color Correction
* Closed Captioning * Quick Cooling
* Smart Eco Mode

* USB Display / Reader  Wireless
Display (Optional) * 3D Ready

« 3D Ready  Wall Color Correction
* Closed Captioning ¢ Quick Cooling

* USB Display / Reader
« Wireless Display (Optional) » 3D Ready

3D Ready * Wall Color Correction
* Closed Captioning * Quick Cooling

 LED backlit « USB Display / Reader
* 2GB Internal Memory
* Optional Battery ¢ 3D Ready

Other Accessories

Product Description

Wireless Module compatible to BenQ projectors with Optional Wireless feature

Standard
Warranty

Lamp
Warranty

1-Year /
2,000 hours

1-Year /
2,000 hours

1-Year /
2,000 hours

1-Year /
2,000 hours

1-Year /
2,000 hours

1-Year /
2,000 hours

1-Year /
2,000 hours

1-Year /
2,000 hours

1-Year /
2,000 hours

180-Day /
500 hours

1-Year /
2,000 hours

1-Year /
2,000 hours

1-Year /
2,000 hours

1-Year/
2,000 hours

5J.J3J05.001

5J.J4S05.001

5J.J4R05.001

5J.J3T05.001

5J.J4N05.001

5J.J3V05.001

5J.J5R05.001

5J.J3T05.001

5J.J4R05.001

5J.J5E05.001

5J.J3T05.001

5J.J5205.001

5J.J3T05.001

5J.J5205.001

Part Number

5J.J0614.A21

Wall Mount for 0.6 Short Throw Ratio Projector 5J.J4R10.001 Wall Mount for 0.3 Short Throw Ratio Projector 5J.J3A10.001 3D Goggles compatible to BenQ projectors with DLP Link-enabled 3D Ready feature 5J.J0T14.011

For a complete listing of lamps and accessories for current and discontinued projectors, please refer to the current BenQ Canada Accessories Price List.
© Copyright 2011 BenQ Canada Corp. All rights reserved. BenQ is not responsible for any errors. Product specifications, Part Numbers and availability subject to change without notice.
Lamp life results will vary depending on environmental conditions and usage.

BenQ Canada Corp. www.BenQ.ca
Phone: (416) 363-2367




