
*   Only need 8 steps to do wireless projection.

*   No software installation on NB is needed.
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More Information

WDS01 Quick Wirless Connectioin USB*1(QPresenter software, QSG pdf file with 18 languages), WDRT8192 Wifi Dongle*1, WDS01 QSG

English version*1

Quick Wirless Connection USB

51 x 24 x 10 mm

10g

Please visit  www.benq.com for detailed configuration and training materials. Go to Products > Projectors >

Accessory > Wireless Dongle > Quick Wireless Connection USB

Green

Transmit: around 380 mA,Receive: around 250 mA

Arabic/ Czech/ German/ English/ Spanish/ French/ Italian/ Japanese/ Korean/ Dutch/ Polish/

Portuguese/ Russian/ Simplified Chinese/ Swedish/ Traditional Chinese/ Turkish/ Thai (18

Languages)

1,2,5.5,6,11,12,18,22,24,30,36,48,54,60,90,120,180,240,270 and maximum of 300Mbps

2.4GHz ISM Band

64 bit/128 bit WEP, TKIP, AES,WPA,WPA2

Fully compatible with hi-speed USB 2.0 

1W

Blue

4GB

DC 5V±10%, Max current : 200 mA 

Quick Wireles Kit

WDS01

White

USB Type A

A Wireless Dongle and a Quick Wireless Connection USB work together to make easy and fast wireless projection.

Quick Wirless Connection USB

*   Wireless connection speed is depended on wireless environment.

DC 5V±10%

60 x 18.59 x 8.70 mm

9g

Windows Vista/7/8

Intel Pentium Dual Core 1.8 GHz or better

USB Type A

Fully compatible with hi-speed USB 2.0 

WDRT8192

Wireless Dongle

Black

IEEE 802.11b/g/n


