
Auto / 50 / 100 / 200 / 400 / 800/ 1200 /1600 

E1000 can automatically 

detect and track human 

faces and then focus to 

ensure that the people are 

perfectly presented in 

both color tone and clearness. 

BenQ Digital Camera E1000

10 megapixels / 3x optical zoom 

Face-Tracking function

 

 

Shake-Free function
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3” LTPS TFT LCD / 230K pixels
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LCD
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Movie Mode

Shutter Speed
White Balance

Exposure

Flash

Self-Timer

ISO

DC E1000

With BenQ’s new E1000, it is easy to 

capture the images and print them out in 

large size. It takes every tiny details and 

present it as sharp and clear as you can 

possibly imagine. The exclusive 3 inch 

LTPS LCD enable you to review and playback the images 

with brisk and compfort.  

12 Burst Capture in just 1 second
What if, you want to take a shoot when the basketball falls 

into the hoop? BenQ’s E1000 comes with this unique func-

tion that helps you to capture 12 photos in one second. Any 

other fraction of a second you would like to catch?   

You will no longer be troubled by 

those blurred photo caused by 

unexpected hand shaking. The 

Shake-Free hotkey located right 

next to the shutter button can activate the function under 

any scene mode. Whenever you feel unsatisfy with the 

blurry image that you have encounter to, just press the 

button and try again. It will boosts up the Shake-Free 

result and reward you with sharp and clear images.

10.0 Mega Pixels CCD; Size: 1/1.8 inch

Optical: 3X; Digital: 4X

f = 7.4(W) ~ 22.2(T) mm, (35mm film  
equivalent:37.5~112.5mm);F/2.8(W)~5.1(T)

Normal: 50cm ~ Infinity
Macro: 10cm / Super Macro (digital zoom in)

848 x 480 (16:9)/640 x 480/320 x 240/160x120
(30fps) Continuous recording with sound

3648 x 2736 (10M) / 3648 x 2432 (3:2) / 
3584 x 2016 (16:9) / 3264 x 2448 (8M) / 
2560 x 1920 (5M) / 1600 x 1200 (2M) / 
640 x 480 (VGA) 

1/2000 ~ 8 sec
Auto / Daylight / Cloudy / Tungsten / 
Fluorescent (H) / Fluorescent (L) / MWB
–2 ~ +2 EV (0.3EV / step)

Auto / Red eye reduction / Forced on / Slow 
sync / Forced off

2 sec / 10 sec / 10+2 sec
Li-on battery x 1

Built-in 6 MB (Usable);4G SDHC card 
compatible
Still Image: JPEG (EXIF 2.2 compatible) 
DCF compatible; Support DPOF; Video: 
M-JPG / Audio: WAV
96.1 x 58 x 22 mm 
135 g (without battery & SD card)
Digital output: USB 2.0
Audio / Video output (NTSC/PAL)

Black

USB cable / Software CD ROM / User’s  
Manual / Hand Strap / Pouch / AV Cable / 
Li-on battery x 1 / Battery Charger set 

10M
CCD 3x Optical

Zoom3” Display
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Movie Portrait

ISO
Hi

Shake-Free
Photo

Frames


