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Sensor 5 Mega Pixels, 1/3.2 inch CMOS

Zoom Optical: 10X
Digital: video up to 100X
still image up to 60X, playback up to 8X 

Lens

Focus Range

f = 4.6-46 mm, F= 2.8-3.5 (f = 35-350mm, 35mm equivalent)

Wide: 10cm ~ Infinity        Tele: 90cm ~ Infinity

LCD 3.0 inch 230K LCD

Movie Mode Full HD 1920x1080, HD 1280x720

Image Resolution 16M(4608x3456, interpolation), 12M(4000x3000, interpolation), 8M(3200x2400, interpolation), 5M(2592x1944), 3M(2048x1536)

Shutter Speed Auto: 1/2 ~ 1/2000 sec.        Night: 2 ~ 1/2000 sec.

Feature

2nd generation Night Vision ( Mechanical IR cut )
LED Touch / AF Lock / Touch AF / Motion Detection / Backlight Mode /
Face Detection / Pre-Recording / Time Lapse / Dual OSD Display /
9 kinds of Scene Mode / 5 kinds of Effect /
Date, time stamp on Video and Photo / Electronic Image Stabilizers / Remote control supported

White Balance Auto, Daylight, Cloudy, Fluorescent, Tungsten, Preset

Exposure ±2EV (1/3 EV / step)

ISO Movie mode: Auto        Still image mode : Auto, 100, 200, 400, 800, 1600

Power Source 1700mAh rechargeable li-ion battery Movie recording time: around 2.5 hours

Storage Type SD / SDHC compatible (up to 32GB)

File Format Still Image: JPEG (EXIF 2.2 compatible)        Video: MOV

Frame Rate NTSC: 30fps / 60fps        PAL: 25fps / 50fps

Dimensions / Weight 121 X 60 X 55mm 
310 g (without battery & SD card)

Interface Digital output: USB 2.0 compatible
Audio / Video output ( NTSC / PAL) / Mini HDMI

Accessory USB cable / AV cable / HDMI cable / Pouch / Software CD / Quick Start Guide / Adaptor / Li-ion battery / Wide Angle Lens (option) / Remote Control (option)

M33 Specifications

DV M33

Enhanced Night Vision lets you capture incredible video, 
even at late night.

Nighttime, anytime
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Size: W20xH20cm Binding: Saddle-stich binding


